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PREFACE

The work presented herein was conducted by the Arnold Engineering
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AFSC, Arnold Air Force Station, Tennessee. The work was conducted
under ARO Project Nos. PF211 and PF411. The research was con-
ducted from February to October, 1973, and the manuscript (ARO Con-
trol No. ARO-PWT-TR-74-30) was submitted for publication on April 1,
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1.0 INTRODUCTION

In V/STOL testing, a partially ventilated test section (slotted or
perforated walls) offers substantial reductions in lift and blockage inter-
ference (Refs. 1 and 2). However, except for a few cases, only mathe-
matical models typical of conventional aircraft (i.e. sources and sinks
or doublets for blockage interference and horizontally trailing horse-
shoe vortices for upwash interference) have been employed in ventilated
wall analysis. Lo (Ref. 3) simulated a V/STOL model in an ideal slotted
tunnel by approximating the wake originating from a rotor by means of
a skewed cylinder of vortex rings of constant strength lying in planes
parallel to the rotor plane. This was an adaptation of the mathematical
model suggested by Heyson (Ref. 4) and Wright (Ref. 5) for application
in closed and/or open rectangular tunnels.

A recent review (Ref. 6) of the state-of-the-art of low-speed wind
tunnels for V/STOL testing has indicated a need for better mathematical
simulation of the V/STOL model with a deflected wake in theoretical ap-
proaches to the calculation of wind tunnel boundary interference. La-
beled as one of the most important current problems was the curved
wake simulation of V/STOL models in wall interference investigations.
Heyson (Ref. 7) considered the effect of a uniform strength curved wake
in test sections with open and/or closed boundaries and has shown that
a correct definition of the wake is necessary if corrections to pitching
moment and tail forces are to be realistically assessed. Lo (as indi-
cated in Ref. 1) performed calculations in a tunnel with slotted horizon-
tal and solid vertical walls by distributing vortex rings on an empirically
determined curve representing the centerline of a jet in crossflow.
Binion (Ref. 1) compared Lo's theory with experimental data and indi-
cated the lack of agreement between theory and experiment may be as-
sociated with the boundary condition for a slotted wall.

Both Heyson and Lo assumed that the jet strength along the curved
wake was constant. Kirkpatrick (Ref. 8) made an effort to include the
decay of the jet strength along the jet path by assuming the ring vortex
strength to be proportional to the cosine of the wake angle. This decay
seemed excessively large when compared with the rate of decay of a
real V/STOL wake. In addition, Kirkpatrick's solutions are inaccurate
because limited computer capability did not allow the use of a sufficient
number of images for the closed wind tunnel.
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The purpose of the present analysis is to determine the wind tunnel
boundary interference on a V/STOL model in a rectangular tunnel with
ventilated horizontal and solid vertical walls. The mathematical repre-
sentation of the V/STOL model accounts for the curvature and decay of
the wake. Solid vertical walls are selected not only for mathematical
convenience, but also because Lo and Binion (Ref. 9) have shown that
the upwash interference is insensitive to the porosity of the vertical
walls.

2.0 GENERAL ANALYSIS

The flow field is considered three-dimensional and is treated as
steady, nonviscous, incompressible, and irrotational for the purpose
of determining first-order tunnel wall interference corrections. It is
also assumed that the velocity perturbation at the wall caused by the
body and the perturbations at the body induced by the wall are small
compared with the free-stream velocity. The field equation of an in-
viscid, incompressible fluid in terms of the perturbation velocity po-
tential (®) is the well-known Laplace equation:

2 2 2
v2¢=(—a—+i+i¢=o (1)
ox2  a9vy?2 9z2

2.1 BOUNDARY CONDITIONS

The tunnel geometry to be considered consists of solid vertical walls
and ventilated horizontal walls. For the solid vertical walls, the boun-
dary condition of no flow through the wall is

o®

W=08tY=ib (2)

For the ventilated horizontal walls, the homogeneous boundary con-
dition derived by Baldwin, et al. (Ref. 10) is used:

2
—*Ka¢=0 at Z = th (3)

1
X ~ RJZ =~ T dXdz
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where R is a porosity parameter which accounts for the viscous effects
in the slots and must be determined experimentally, and K is a geomet-
ric slot parameter derived by Chen and Mears (Ref. 11) for a thin wall

as
K = (d;a) tan[%(l-%)] (4)

where d is the periodic spacing of the slots and a is the slot width. The
open area ratio a/d is assumed to be small. The derivation of Eq. (4)
is based on the assumptions that both the velocity normal to the slot and
the perturbation from the mean flow are small compared with the un-
disturbed tunnel velocity, that the pressure is constant across the open
portions, and that the flow angle is zero on the solid portions of the
wall. In addition, it is assumed that the plenum pressure equals the
undisturbed free-stream pressure and that walls are taken to be straight
and parallel with constant width slots.

Equation (3) contains the boundary conditions for other tunnel walls
as limiting forms,

Solid wall R->0orK o ¢, =0
Free-jet K=+ 0R » o Oy = 0
Ideal slotted wall R -+ « Oy + (1/R)®; = 0
Perforated wall K-0 ¢x- t (I/R)®; = 0

For convenience in data presentation, a new slot parameter, P =

(1 + K/h)~1, and a new porosity parameter, Q = (1 + 1/R)'1, are intro-
duced so that the interval 0 < P, Q < 1 represents the entire range 0 <K,
1/R < »,

The boundary condition for an ideal slotted wall tunnel can also be
written:

®+ K&, =0 atZ = th (5)

As stated in the derivation of the general equation [Eq. (4)], a basic as-
sumption used is that both the velocity normal to the slot and the per-

turbations from the mean flow are small compared with the undisturbed
tunnel velocity. However, for high-1lift V/STOL models, cross-flow

velocities in the test section may become appreciable; thus the velocity
near the slots can be quite high. Therefore, near the slotted walls, the
quadratic terms of the Bernoulli equation may no longer be neglected as
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in the derivation of Eq. (5). A derivation of a new boundary condition
based on a heuristical approximation to the quadratic terms of the
Bernoulli equation for a high-lift V/STOL model in an ideal slotted tun-
nel is introduced in Appendix A. The fundamental assumption of the
derivation is that the higher cross-flow velocities near a slotted wall
caused by a lift-augmented model may be approximated by a uniform,
constant cross flow related to the increased lift induced by the lift aug-
mentation device. The resulting quasi-linearl boundary condition for
an ideal slotted wall takes the form at the horizontal walls

9, L 30, ¢ 0, aZ - th (6)

RL = tan @ (7a)

where a4 is the zero lift angle of attack of the lift-augmented V/STOL
model. The '"effective slot parameter' (Kg) is twice the classic slot
parameter defined by Eq. (4). The new quasi-linear boundary condition
has exactly the same form as the general ventilated wall boundary con-
dition, Eq. (3). Also, viscous effects in the slots can be incorporated
in the quasi-linear boundary condition by redefining the "'pseudo porosity
parameter' as

+ tana, (7b)

==

1
Re

Hence, a boundary condition of the general form of Eq. (3), can also be
used for high-1lift V/STOL models.

In addition, the upstream and downstream end conditions
® =0 at X = e

od . (8)

at X = +e

|
o

must be satisfied.

1The boundary condition is called quasi-linear in the sense that the
quadratic cross-flow velocity is approximated in a linear fashion. In
the mathematical sense, Eq. (6) is a fully linear equation.
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22 MATHEMATICAL REPRESENTATION OF A V/STOL MODEL

The augmented lift of the V/STOL model is considered herein to re-
sult from a rotor, lifting fan, or lifting jet. The disturbance potential
of a rotor, lifting fan, or lifting jet, is represented by an elliptic vortex
cylinder sheet following the path of the wake. Among the mathematical
V/STOL models chosen in previous investigations, Heyson (Ref. 12) as-
sumed that the wake flows in a straight line intersecting the lower
boundary at some point behind the model and then flows along the floor.
Wright (Ref. 5) used a similar model except that the wake was assumed
to break through the lower boundary and to have no further influence on
the flow field. Lo (Ref. 3) argued from physical grounds that Wright's
model is the more reasonable of the two models. Furthermore, while
Heyson's model can be readily applied to a closed or open jet where an
image system can be used to represent the influence of the boundaries,
in the present generalized analysis where an image system does not
exist for a ventilated wall, severe mathematical complications arise
because of the proximity of the jet wake to the lower boundary in the
far downstream. Thus, from a physical and mathematical standpoint,
the wake-boundarly interaction assumption of Wright will be used.

A jet in cross flow which is used herein to represent the model wake
has two essential characteristics. First, the path of the curved jet de-
pends primarily on the initial jet to free-stream velocity ratio and the
initial jet deflection angle. Second, the strength of the jet decreases
rapidly as the jet progresses downstream because of the mixing process
between the jet and the free stream and the viscous action within the jet.
In the present work, the jet wake is treated in a linear fashion by assum-
ing that the tunnel boundaries have no influence on the jet trajectory.
Hence, the jet path is known a priori and can be defined by existing em-
pirical descriptions such as that by Margason (Ref. 13). Unfortunately,
the mathematical description of the jet decay has not been described in
the literature; hence, the present work will be restricted to an approxi-
mate description of the jet decay. For purposes of analytical integra-
tion of the interference potential along the curved jet path (see Section
2.4), the jet path is represented by a series of straight line segments
approximately equivalenti to the curved path, as shown in Fig. 1. Fur-
thermore, the strength of the jet is assumed constant over each straight
line segment but may vary from segment to segment.

The model is assumed to be mounted at the center of the test section
and parallel to the tunnel centerline since Lo (Ref. 3) has shown the in-
terference factors to be a weak function of the angle of attack. The
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| yaan

VORTEX RING OF STRENGTH
dr

Ts)., ds

ELLIPTIC VORTEX
CYLINDER SHEET

STRAIGHT LINE
APPROXIMATION

Figure 1. Mathematical representation of V/STOL model.

vortex sheet is made up of a continuous distribution along straight line
segments of circular vortex rings lying in planes parallel to the model
plane. The element of potential (d®y,) induced at a field point P by a
vortex ring of strength (dT/dS)dS is

d_ = (Ar7dSHdS ff (cos 6 'nrP)dA (9)

where r is the distance from an element of surface of the vortex ring to
the point P, and S is the distance along the jet. By using the small per-
turbation assumption, the variation of r over the surface A enclosed by .
the vortex ring is assumed small enough such that the angle 8 between
the vector & and the vector distance T is constant. Hence, the integra-
tion of: Eq. (9) is

db, = (dr/dS)dS(A cos 0 'dnr?) (10)

which can be expressed in terms of X, Y, Z, and S for the nth element
by using

2 = (X, ~8% + Y2 4 (7 -~ O

10
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and
cosf = A . t /A, = (Z -{)/r,

where

£=Ssinf, , { =-Scos B,

It follows that
z -¢

4z ™

(d®,) = (AdrVdS), ES (11)

Hence the disturbance potential of the nth element is

La Z,-¢
(®,) = f (Ad[/dS), ——— dS (12)

m

n 0
4 r

where the location of the nth element is given by

-1
X =X-'% Lsin, , n=12...,N
j=0 ] J
(13)
n=-1
Zn=Z+_ELicosBj , n=12...,N
J=0

iand Ly is the length of the nth segment. The geometry of the length of
the line segments is shown in Fig. 2.

2.3 METHOD OF SOLUTION
By assigning the free-stream velocity (U,) and the tunnel half-width

(b) as the characteristic velocity and length, the mathematical system
can be normalized by defining

[l

X/b, y = Y/b, z=2/b, =50, L =L_/b

X n

¢ = ®/Uob, y=T/U_b F =Kh, A=h/b

(]

Thus, the field equation in normalized coordinates is

2 2 2
V2¢ = (% + :—2 + :2)¢ =0 (14)
x y z

11
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e R )
Xy =T = [ Bn - Bn-i]

w2 )]

me /() e )

sin wy
Lo X, Ky

sin Yy, 8in Wn +

s— Kp o ————
Lo SinXn "t W0 Xpgy ™ WAKE TRAJECTORY
n=f,2...,N-l £=¢

sin 4’“ (C)

LN =S Xy Kn

STRAIGHT LINE
APPROXIMATICN

Figure 2. Geometry of straight line approximation to curved jet wake.

with the normalized boundary conditions

a0 ay=zl (15)
2
%“éi)tpaaxa‘-’:_%g‘é=0 at z = A (16)
and
d =0 atx = =0 ; OP/Ix = 0 at x = +oc {17)

The linearity of the field equation and its boundary conditions per-
mits the perturbation potential to be composed of two parts as

¢ = ¢'m + @"i (18)

where ¢, is the potential of the flow about the model in free air and ¢;
is the interference potential induced by the tunnel boundaries.

12
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If ¢ is taken to be a known solution of the Laplace equation which
approximates the free-air potential at points far from the model, ¢; can
be calculated from the fact that the sum (¢, + ¢j) satisfies the known
boundary condition at the wall. Since the values of ¢, are used only at
the wall, any approximate representation (¢,,) for the model would not
appreciably affect the calculation of ¢;.

Since the model potential is a series of vortex rings which satisfy
Laplace's equation, the differential equation for the interference poten-
tial is

Vi, =0 (19)

The solution of Eq. (19) is obtained by the image method in conjunction
with Fourier transforms. An image system consisting of an infinite
row of reflected images (shown in Fig. 3) is introduced to satisfy the
boundary condition on the solid vertical walls. The expression for the
nth element of the curved wake for such an image system, based on
Eq. (12), is

£, o (2=
@) = [ (Ady/ds), 3 — g
n [}

= -0
47 L

ds (20)

where
oy = (=87 + (y+ 202 4 (5= 00"

n

4
L
S — i .._..I_.__..T__.._,_._._..._
2h
9 -9 FD—Y ™ 9
| | - | |
_L.L_ _I SR _w_-l__ U N SN N —
qa
A3k
VORTEX RING

Figure 3. Image system for satisfying boundary conditions on
solid vertical walls.
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In order to satisfy the boundary condition at the ventilated horizon-
tal walls an additional potential ({(¢y)y,) is required. Consequently, the
interference potential for the nth element can be written:

@) = (p) + [<¢v> - ("Sm)..] (21)

Since (¢y) - (dm)p is known, it is only necessary to determine (¢p), to
find the interference potential ({(¢;),). By substitution, the field equation
and boundary conditions for (¢p), are

vig, =0 (22)
and

0, /0y = ~dp Jdy = 0 aty = #l (23)

d¢by/0x + (1/R)dcb, /32 + AFI?B, /axdz = —-[96 /dx + (1/R)I¢ ‘3z + AFI%p /3x3z] at z2 A
(24)
¢h=0 atx=—oc;6q5h/6x_—.0 al X = 4w (25)

where the subscript n has been suppressed for convenience.

In order to apply Fourier transforms to Egs. (22) through (25), the
dependent variable should be absolutely integrable (viz, ¢p, = 0 at x = tw)
over the range -» < x < » (Ref. 14, p. 27). Since it is not, ¢, must be
replaced by the axial perturbation velocity caused by the horizontal walls
(up). From the definition,

B = % (26)

and the inverse relation
P = fx=x “hdx (27)

Xea=—o0

the field equation yields

Vzuh =0 (28)
with the boundary conditions

du,/dy = 0 aty = tl (29)

up, * AFdu, /dz + (1,/R)a/az(2{x=x uhdx) = -[Bév./ax + AF&%V./axaz + (I/R)adav/az] at z= A
5T (30)

14
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and

uh=0 at X = oo (31)
Now it is possible to use Fourier transform techniques.

Applying a complex Fourier transform on x to Eq. (30) yields

It X=x - i x - a¢v
G, + AF azh s ;aaz [\/ﬁ (,{F__,‘,Ex) q d{l = -lE-xqzﬁvi(%-iqAF) az] (32)

where the barred functions indicate the transformed variables defined
by

E(qs ¥, Z) '—;—— fmg(X, Y. z)eiqxdx (33)

The last term on the left-hand side of Eq. (32) reduces to (Ref. 15, pp.
375 to 376)
1 99

(-iq) d=z

k4

= -

Now applying a finite Fourier cosine transform on y and using Eq. (29),
the transformed boundary condition at the ventilated horizontal walls
can be written

- b
~iawy + (4 - ) o - -(-lq)[-iqgvi(%-iq)d?)%] az=n  (34)
where
Bgm2) = — f B(q, y, 2) cos (mmy)dy (35)
. \/211 o

Applying a complex Fourier transform on x to Eq. (20) and using
the appropriate convolution theorem yield

- ¢ w Kilgp .
ey 2 = \/ITTr ! Ad;:ds (Z-C)( p3 lpk k7)¢="“5<1<1's (36)

where K1 is the modified Bessel function of order one and

=y + 2?2 + =02 (37)

15
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Now applying a finite Fourier cosine transform to Eq. (36) gives

= ¢
(g m, 2) = f¢(q, y» 2) cos (mmy)dy = -12—— S Ady/ds oz - OH ¢'%ds
— 0
where
09 1 Kq(qpy)
H = kz f b cos (mmy)dy
-00 0 k

By following the technique of Acum (Ref. 16), H can be written

H = n e_'lz—¢|.E
T2 |z-2_|
where
f - V/q2 -+ m2n?
Consequently,
g md) = = J'hd//ds (2= 8) 2|t iqf (38)
Vo o 4 |z =] ds

Transforming the Laplace equation [Eq. (28)] yields the ordinary
differential equation:

up o
rhe Fay (39)
which has the general solution:
ﬁh = A cosh (fz) + B sinh (f2) (40)

Substituting Eqs. (38) and (40) into Eq. (33) gives

= . ZAdy/dq

u = iqf

o

[(Al +1iA,) sinh (¢D cosh (zf) + (B + By) cosh ({D) sinh (zf)] iadys (41)

where A1, A9, Bj, and B2 are given in Appendix B. Applying inverse
Fourier transforms on x and y yields

1
uplx, v, 2) = —

V2r m
"+ (B - iBy) cosh ({D sinh (zf]e~ia(x~E)gs} cos (mmry)dq

oo 80 Ady/ds
i igyf =
[+]

-0

|| M2

[(A; +iA,) sinh (D cosh (zf) (42)

16
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where
. {1, m=20
R PR

Hence from Eq. (27),

- 00 oo [ F
by = — if {af (Ad};/ds)[(,al +iA,) sinh (£D cosh (zf)

+ (B + iBy) cosh (£) sinh (zﬂ]e‘iq("‘{)ds} cos (may)dq

~bm 1% f"’{fﬂ(‘”’;/ "s) |:(.A,+m2) sinh (D cosh (zf)

\,’ﬂm:o—eeo

+ (B, + iB,) cosh (¢D sinh (zfﬂe-“!"‘-f’as} cos (my)dq (43)

" The last term on the right-hand side can be shown to vanish (Ref. 186,
p. 61) as long as the wake is not horizontal. For a horizontal wake, it

is obvious that § =s, § =0, and £ + = thyg the last term of Eq. (43)
becomes

=flim 1

x—vao\’/'ﬁ

I g

if (Adyz/ds)(isl - By)e!9 sinh (2) cos (mmy) d_: (as)
m: - 00

when the divergent improper integrals are evaluated by the Cesaro
method (Ref. 17, p. 361). Finally, Eq. (44) can be written (Ref. 18,
p. 61)

lim Z_ 3 jBj sinh (zf) cos (mmy) (A—dw) (45)

9= 0 ,/27 m=o 2

The appearance of Eq. (45) is a consequence of the absolute integrability -
requirement for the Fourier transform. In a non-horizontal wake, the
jet trajectory is assumed to terminate at the lower tunnel boundary at
some finite downstream distance, hence the potential induced by the
horizontal walls vanishes at infinity thereby satisfying the absolute in-
tegrability requirement. However, for a horizontal wake, the vortex
cylinder representing the model trails to infinity, hence the potential
does not vanish. As discussed in Ref. 18, the omission of the absolute
integrability requirement on the Fourier transforms requires the addi-
tion of a constant upwash to provide undisturbed flow at x = -® for the
case of a horizontal wake.
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Finally, for a non-horizontal wake, the total interference potential
is determined by combining the appropriate terms into Eqg. (21) yielding

tn i
@) =% 3if 3({ (EZ’L") [(A, = i4,) sinh (¢D cosh (2,0

47 m=o
+ (By + iBy) cosh (¢ sinh (fzil e'iq(x“f)dsi cos (mry)dq (46)

E : oc (z - o
- f “('\dyz,.’cs) $ n ds
[+

k=w—oo 9, r3

k#o ny

For a horizontal wake, the interference potential is identical to Eq. (53)
of Ref. 18. Unfortunately, although a separate solution exists for an
exactly horizontal wake, the general solution [Eq. (46)] involves non-
uniformly convergent integrals. Hence, in any numerical computation
the convergence problem becomes increasingly severe as the wake ap-
proaches the horizontal {i.e., Bp = 7/2 or U,/U; > «). Therefore, solu-
tions determined from Eq. (48) should exclude nearly horizontal wakes.

Lo (see Ref. 1), in a similar analysis, obtained an equation of the
same form as Eq. (46) for a continuously curved jet model in an ideal
slotted wall tunnel. He then computed interference factors by numer-
ically integrating the interference potential over the length of the jet.
This method proved to be more laborious than the present technique of
segmenting the jet trajectory, consequently his numerical computations
were restricted to determining the interference at the model location
(x = 0). Results of the two techniques are compared in Section 3. 0.

24 INTERFERENCE FACTORS

The upwash and streamwise components of the interference factor
for the model are defined as {Ref. 5):

Y

C i
Su = i (47)

and

a-
8y = %o (48)

[~}
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where wi =9¢;/ 8z is the boundary-induced velocity in the vertical di-
rection, positive downward, and uj = 3¢;/9x is the boundary-induced
interference velocity in the stream direction. The upwash interference
factor Eq. (47) is, by definition, four times the conventional upwash
interference factor for a wing (Ref. 5).

Differentiating Eq. (48) with respect to z and integrating over each
of the N straight line segments, the total upwash interference factor is

N (Ady/ds); §_ oy o o (A} sinh (fz))

S sl o AR Wl L - P, sin (qx,)

aw nz'o (Ady/ds)o = ) Of c2 N d2 np €0S (qxn) Pl'l s1n (qxn)
nt %

Bl cosh (fz )

Ay sinh (fzn) -
+ ———c2 2 P“ cos (qxn) + R, sin (qxn)] z. d2 [V cos (qx )+ M_ sin (qx )]
n n n

B, cosh (fz) -
- —5—5|-M, cos (gx )} + N sin (qxnﬂ dq
o+ dn -

A 2 (49
+ 5 2Dy - 322G_ + 62z, cos B, F, -3 cos? B, En)} )

where cn, dn, Dn, En, Fn, Gn, Mp, Nn, Pn, and Ry, are defined in
Appendix B.

Similarly, the streamwise interference factor is

[P cos (qx) + R sin (qx )]

7 m=o0 0

N (Ady/ds)) oA o2 . foof Aj cosh (fz )
= —_—— J -
u n=o (Ady/ds)o C!21+ d2

Ay cosh (fz ) B, sinh ({z)
+——2—[R cos (qx ) + P sm(qx)] —[\’[ cos (qx ) ~ N_ sm(qxil
c, + d eq n
B, sinh (fz )
+ Lz—z— [N cos (qx )} + VM sin (qx )])dq
c, + d
124 . .
- — kfl [znanu +cos B sin B E -(z sinB +x cos Bn)Fn]} (50)
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3.0 NUMERICAL RESULTS AND DISCUSSION

3.1 JET TRAJECTORY

The interference factors for the V/STOL model can be computed by
numerical integration of Eqs. (49) and (50) once the jet trajectory and
jet strength are specified. In the present analysis, Margason's (Ref.
13) empirical jet trajectory is used. In nondimensionalized form, the
trajectory is given by

U_/U\?
1 o0
X = _Z(Tb]) 23 secgﬁo—ztanﬁo (51)

where Uj is the initial jet velocity, do is the initial diameter, and 8, is
the initial jet angle. The effect of approximating the jet trajectory by
line segments is illustrated in Fig. 4 where the calculated interference
factors at the model location (x = 0) in a tunnel with ideal slotted hori-
zontal walls (1/R = 0) are shown for various values of N. The jet
strength was assumed to be constant along the jet. It was determined
that, for the jet velocity ratios of interest, the curved jet path could be
satisfactorily represented by five straight line segments (N = 5).

10 T
= Ps0
osf - Uu/Uj » 0.212
oz h/b » 0,667
06k N dg /b =0.1015
3 At
i {1 Ll
S o.af 04 - . o
E o P=0
¢ of ] ] 0z .
w
e < 04
g 06 W oif -
E o ﬁ 0.6
T w
§ a2k - E o o.
: £
8 o} 4
0.4} 08 - S
=
I 0‘. ‘.’ E 0.2 -
e 10 7 S 1.0
=] I 3 i
20 -] 10 -0 [+] ]
NUMBER OF STRAIGHT LINE SEGMENTS, N NUMBER OF STRAIGHT LINE SEGMENTS, N
a. Upwash interference factor b. Streamwise interference factor

Figure 4. Convergencs ui ssymented straight line approximation to curved jet wake.
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Typical solutions for the axial distribution of the interference fac-
tors in an ideal slotted tunnel? for a uniform strength jet are shown in
Fig. 5. The x location of the jet intersection point with the tunnel lower
boundary is denoted in Fig. 5 by J.I.P. The agreement between the
present analysis and the solution of Lo (Refs. 1 or 7) formed by numer-
ical integration along the curved wake is seen to be excellent.

1.0 T — 3
PRESENT STUDY 0 (CLOSED TUNNEL}
O CFLO
08 UNIFORM STRENGTH —
CURVED TRAJECTORY
Up/Uy= 0 212
Q6 n/b =0667 =
d’/b =0 1015
Bo « 0
2 04
b
W
2 ok
@x
(1]
[T
o«
Y_oz2
F4
I
2
E -04
=1
MO Sy
-ael —-L-=bideo
=10
1.0 fOPEN HORIZONTAL WALLS
- (CLOSED VE.RTICAL WALLS )

-2 -1 o] | 2
DISTANCE FROM JET ALONG CENTERLINE, x/b

a. Upwash interference factor
Figure 5. Typical axial distribution of interference factors for
a constant strength jet in an ideal slotted tunnel.

2The terminology slotted (or perforated) wall tunnel refers to the
characteristics of the horizontal walls. In all cases, the vertical walls
are solid.
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08
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o
T

STREAMWISE INTERFERENCE FACTOR, 8,
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[\ o
T
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o
w

T
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CLOSED VERTICAL WALLS

1
-2 -1 [o] ! 2
DISTANCE FROM JET ALONG CENTERLINE, x/b

04 1

b. Streamwise interference factor
Figure 5. Concluded.

3.2 JET STRENGTH

The calculations shown in Fig. 5 were done assuming a constant
strength jet. As long as the initial jet velocity is sufficiently high to
cause the jet to intersect the lower tunnel boundary before much decay
can occur, the average values of the upwash interference parameter
calculated at the model location are not strongly affected by the constant
strength jet assumption. However, an obvious paradox arises if a con-
stant strength jet is assumed. For a constant initial jet angle, the inter-
ference factors for a weaker jet (corresponding to a longer trajectory
before intersecting the lower boundary) are larger in magnitude than for
a stronger jet since the constant strength doublets are integrated over
a longer length. This paradox is illustrated in Fig. 6 where the axial
distributions of the interference factors are compared for two different
values of velocity ratio, Uq,/Uj = 0.212 and 0.311. The calculations
shown in Fig. 6 were made assuming a constant strength jet and an ideal
slotted tunnel. Although the upwash interference factor at the model lo-
cation (x = 0) seems plausible for the weaker jet (U,,,/Uj = 0.311) when
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2.0 1 T
Uao /Uj
|.ek — oazal2 P= O (CLOSED TUNNEL) |
——— 03lI
.
).2 \ -
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UPWASH INTERFERENCE FACTOR, 8y

h/b =0.667 /
do/b =0.1015 |
-08F  B,=0 / ]
_ /
Y o — 10 /(OPEN HORIZONTAL,
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Lol TLID. ~~—" VERTICAL WALLS)
~=2b
E 1
2'92 - o II 2

DISTANCE FROM JET ALONG CENTERLINE, x/b

a. Upwash interference factor
Figure 6. Comparison of interference factors for two different
constant strength jets in an ideal slotted tunnel.

compared with the stronger jet (Uu,/Uj = 0.212), the interference associ-
ated with the weaker jet reaches a much higher maximum magnitude
downstream. This is not consistent with any physical interpretation of
the real flow field. Furthermore, as shown in Fig. 6b, the streamwise
interference factor has a higher magnitude for the weaker jet, even at
the model location. Hence, a better description of the jet decay in the
tunnel may be as important as the curvature of the jet in the evaluation
of pitching moment, tail force, and blockage corrections. Unfortunately,
a generalized empirical relation for the jet decay is not available at this
time. The idealized mathematical model used in the present analysis is
a phenomenological representation for a general V/STOL model with the
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b. Streamwise interference factor
Figure 6. Concluded.

circulation along the jet path being related to the entrainment velocity

of a jet in cross flow. Platten and Keffer (Ref. 19) indicate that the en-
trainment velocity for a jet in cross flow is composed of terms propor-
tional to the velocity excess in the jet (producing entrainment across a
turbulent shear layer) and to the shear inflow induced by the vortices
developed within the jet. The rate of change of this entrainment velocity
is related to the cosine of the trajectory angle. Hence, for an approxi-
mation to the decay characteristics of the jet in cross flow represented
by the present mathematical model, it may be assumed

0
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which is similar to the decay characteristics assumed by Kirkpatrick
(Ref. 8). Actually, Eg. (52) predicts an excessively large decay rate
since a vortex motion is known to persist in the far downstream for a
jet in cross flow (Ref. 19). However, by comparing the solution for the
constant strength jet with the solution for the cosine decay model, an
upper and lower limit of the interference factors for a more realistic
jet decay model can be formed.

Typical comparisons between a uniform strength and cosine decay
wake model in an ideal slotted tunnel are shown in Fig. 7 for the upwash
interference factor and in Fig. 8 for the streamwise interference factor.

1.0 T '
dr'/ds

(dr'7dS)g
08w~ (dI7dS)g cos B

P=0 (CLOSED TUNNEL)

o6~ 4
Use/U, =0099
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04k  dyb =0.1015 -
Bo =0°

(o]
n
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o
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o
F-3

o
o

( OPEN HORIZONTAL WALLS)
4/ 10 \ CLOSED VERTICAL WALLS

-1 (o] i
DISTANCE FROM JET ALONG CENTERLINE, x/b

a. UJU. = 0.099
Figure 7. Comparison of the upwash interference factor in an ideal slotted
tunnel for a constant strength and decaying strength jet.

25



AEODC-TR-74-51

1.0 J P=0 (CLOSED TUNNEL)
dr/ds ]
—— (dr/dS),y
08} —-—— (dr/S), cos B I
0.6 Ue/Uj =0.212 ]
h/b=0.667
o do/b=0. 1015
3 - 4 1
By=0

o
n

UPWASH INTERFERENCE FACTOR, 3y
b p
n

i 1N S R (OPEN HORIZONTAL WALLS ) T
2h TP CLOSED VERTICAL WALLS
T W T - ]
-
F—20 —
-2 1 1
52 2l 0 ) 2

DISTANCE FROM JET ALONG CENTERLINE, x/b
b. UJU; =0.212
Figure 7. Continued.

For a high jet velocity as shown in Figs. 7a and 8a, the jet wake inter-
sects the lower tunnel boundary very near the model, hence there is
little difference between the constant strength and decaying strength jet
models since the latter has not had sufficient length to decay appreci-
ably. However, for a high jet velocity, it should be recognized that the
solution may not be applicable since the high energy jet from a real
V/STOL lifting system may cause flow reversal when it impinges on the
wind tunnel floor (particularly for a closed tunnel). Thus, even though
calculations for a high jet velocity minimize the effect of the jet wake
simulation, the applicability of such calculations are limited by the cri-
teria for the occurrence of flow breakdown (see Ref. 6 for criteria in
closed tunnels).
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Figure 7. Concluded.

As the initial jet velocity decreases, the disparity between the con-
stant strength and decaying strength jet increases. Of course, if the
jet strength decreases enough, the V/STOL model behaves more like a
conventional aircraft, and the details of the jet modeling become irrele-
vant since the interference factors can be predicted by conventional
theories. As the initial jet velocity approaches zero, the paradox which
arises by assuming the constant strength jet is emphasized since the
maximum value of the interference factors continually increases for the
constant strength jet model instead of vanishing.
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Figure 8. Comparison uf the Streamwise interference factor in an ideal slotted
tunnel for a constant strength and decaying strength jet.
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Figure 8. Concluded.

3.3 OPTIMUM WALL CONFIGURATIONS

For values of the slot parameter (P) at which the interference fac-
tors are minimized, the difference between the solutions for the con-
stant strength and decaying strength jets is also minimized (see Figs.

7 and 8). This is an important observation since it indicates that a wall
configuration which gives minimum interference may minimize the inter-
ference for a wide range of wake representations. The present analysis
can, therefore, provide a useful tool for designing minimum interference
V/STOL tunnels. A typical application of this utility is shown in Fig. 9
where the slot parameter required to yield zero upwash interference at
the model location is shown for various values of jet velocity ratio. The
difference in the required slot parameter determined by assuming a uni-
form strength or decaying strength model is significant. It should be
noted, however, that the slot parameter required to minimize the up-
wash interference may not necessarily be the same as that required to
minimize the streamwise interference or streamline curvature effects.
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Figure 9. Slot parameter required for zero upwash interference
at the model location in an ideal slotted tunnel.

3.4 APPLICATION OF THE QUASI-LINEAR SLOTTED-WALL
BOUNDARY CONDITION

The applicability of any theory is predicated on its ability to simu-
late the actual physical phenomena. Binion (in Ref. 1) compared Lo's
theory with the experimentally determined upwash interference on a
jet-in-fuselage V/STOL model in a wind tunnel with slotted horizontal
walls and solid vertical walls. As indicated in Ref. 1, the lack of agree-
ment between theory and experiment is associated with the slotted-wall
boundary conditions rather than the theoretical model. The basic assump-
tions inherent in the classical ideal slotted-wall boundary condition has
been examined in Appendix A, and a quasi-linear homogeneous boundary
condition has been formulated to apply to high-1lift V/STOL models in
wind tunnels with ideal slotted wall. The results of the calculations
using the quasi-linear boundary condition are compared in Fig. 10 with
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Binion's experimental data and a theoretical calculation using the classic
ideal slotted-wall boundary condition. In both calculations, the jet
strength was assumed constant since the initial jet velocity ratio was
sufficiently high to intersect the lower tunnel boundary before much de-
cay could occur. The agreement between the theory with the quasi-
linear boundary condition and the experimental data is seen to be ex-
cellent indicating that the nonlinear cross flow effects must be consid-
ered in interference calculations in the V/STOL case and the quasi-
linear approximation to these effects derived in Appendix A gives a
reasonable assessment of the high lift phenomena.

THEORY

Uee /Uj = 0.202 do/b = 0.1015
h/b = 0.667 By, = 0°
BOUNDARY CONDITION

CONVENTIONAL, EQ.(3), ({/R=0)
—w— = QUASI-LINEAR, EQ.(6 ), (1/Rg = tan 12°)

EXPERIMENT
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] [ 1

1
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Figure 10. Comparison of theoretical solutions with experiment.
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Because of the numerous tunnel and model parameters [h/b, R, K,
U,/ Uj, do/b, Bo. dr/ds(s)], it is not feasible to provide a comprehen-
sive set of charts or tables of the interference factors. However, the
calculations can be performed guickly for any given set of variables and
a listing of the Fortran IV computer program for calculating the inter-
ference factors is included in Appendix C to facilitate usage by inter-
ested readers.

4.0 CONCLUSIONS

A theoretical investigation of wind tunnel wall interference on
V/STOL models in rectangular ventilated wind tunnels has resulted in
the following conclusions:

1. The assumption of a constant jet strength produces a
paradox in that the maximum value of the interference
factors increases as the initial jet velocity decreases.

2. A detailed description of the V/STOL model jet decay
may be as important as the curvature of the jet in the
evaluation of pitching moment, tail force, and blockage
corrections. Furthermore, some approximation to the
jet decay is required to overcome the paradox which
arises by assuming the constant strength jet.

3. A wall porosity configuration which gives minimum
calculated interference may minimize the interference
for a wide range of wake representations. Conse-
quently, the details of the theoretical V/STOL model
are not essential to determine the porosity criteria
for a minimum interference tunnel.

4. The nonlinear cross-flow velocity heretofore not
treated in wind tunnel interference calculations is
of importance in the analysis of high-1lift V/STOL
models. A quasi-linear homogeneous boundary
condition for ideal slotted walls has been formu-
lated to account for the cross-flow effects in
V/STOL testing, and application of the new boundary
condition has yielded a significant inprovement in
the correlation between theory and experiment.
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APPENDIX A
DEVELOPMENT OF QUASI-LINEAR SLOTTED-WALL BOUNDARY CONDITION

An equivalent homogeneous boundary condition for slotted walls
[Eq. (5)] has been derived by various authors (e.g., Refs. 10 and 20).
In each case, it was assumed that both the slot flow velocities and the
perturbations from the mean flow are small compared with the undis-
turbed tunnel velocity. However, for high-lift V/STOL models, cross-
flow velocities in the test section may become appreciable with the ve-
locity near the slots being quite high. Therefore, near the slotted walls,
the quadratic terms of the Bernoulli equation may no longer be neglected
as in the derivation of Eq. (5). The derivation given below heuristically
makes an approximation to the quadratic terms of the Bernoulli equation.

A fundamental assumption is made that the higher cross-flow ve-
locities near a slotted wall induced by a lift-augmented model may be
approximated by a uniform, constant cross-flow related to the increased
equivalent circulation induced by the lift augmentation device. High-
lift V/STOL models characteristically have a large zero-lift angle (eg)
caused by any lift augmentation device. It is assumed that a high-1lift -
model can be represented as a conventional wing at zero angle of attack
embedded in a stream with a uniform cross-flow whose velocity is re-
lated to the zero lift angle as shown in Fig. A-1.

HIGH LIFT WING IN FREE - AIR

ZERO LIFT
< T UNE

U

|
CHORD

CONVENTIONAL WING IN CROSS FLOW
APPROXIMATION TO HIGH LIFT WING

Vo= Um sina,

Figure A-1. Representation of a high-lift wing as a conventional
wing in uniform cross flow.
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When this equivalent system is placed in the wind tunnel, the free-
stream static pressure far upstream is given as

Py, = P, - %(Ui cos2a°+ VE)

o0

(A-1)
P~ %Ui

The static pressure at a point inside the test section at the wall is given
by

o
]

P - %[(Uw cosao+u)2 + (Ve+w)2-v2]

(A-2)

P - %[Ui +2uU_ cosa + 2wV _+ u? + v2 + w2

Now, if it is assumed that the pressure just outside the tunnel wall is
maintained at p,, the pressure difference across the wall is obtained
from Eqs. (A-1) and (A-2)

Ap = p - P = *%[2“1‘-00 cosao+2w\"e+u2—v2—w2] {A-3)

Further, if it is assumed that u, v, w are much smaller than U_, then

Ap = ~plul_ cosa_+wV,) (A-4)

Obviously, for a conventional lifting model, Eq. (A-4) reduces to the
well known result for small disturbance theory.

In order to determine the required boundary condition at a slotted
wall, it is necessary to find an expression which relates the pressure
difference across the wall to the flow through the wall. Consider a thin
slotted wall in a field of flow with a uniform velocity normal to the wall
in a transverse plane at -Zg (see Fig. A-2). Because the flow pattern
is the same for each slot it is permissible to study a single channel such
as the one in which approximate streamlines have been sketched in Fig.
A-2. The analysis of the flow near the slotted wall presented here fol-
lows closely the development of Davis and Moore (Ref. 20). The kinetic
energy enclosed in a region of the flow bounded by the transverse plane
at -Z,, by the ""walls" of the channel, and by the slot is

Kinetic Energy = 4p ﬂ'A Lo} S—T dA (A-5)
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d

SLOTTED WALL
=
Y

T 1
1 1

Figure A-2. Schematic of flow field perpendicular to slotted wall.

where the area of integration (A) consists of a surface of unit depth nor-
mal to the plane of the page encircling the region shown in Fig. A-2.
Since 89f/9n = 0 at the channel walls and ®= 0 at the slot, these regions
contribute nothing to the integral. Furthermore, if the transverse
plane at -Z, is sufficiently far away from the slot, the potential &(-Z,)
is essentially constant in this plane, thus

Kinetic Energy = Y%p &(-Z )V A (A-6)

VA = ij(%:i)_7 dA

is the volume flow rate. The potential at -Z, in the presence of a
slotted, wall has been derived by Chen and Mears (Ref. 11) by replacing
the slotted wall by an infinite series of doublets. The result is

where

®(-2,) = V (-Z,+K) (A-17)

where K is the geometric slot parameter given in Eq. (A-4). Therefore,
Eqg. (A-6) can be written as

Kinetic Energy = %p(-Z_+ K)V&A (A-8)
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The portion of the total kinetic energy regarded as being caused by the
presence of the slotted wall is pKV] 2/2 per unit area.

Now if the slotted wall is replaced by an equivalent homogeneous
wall, in.the same manner as originally proi)osed by Busemann (Ref. 20),
the energy per unit area at the wall is pKV§/2. The pressure differ-
ence across the slotted wall, which acts in a direction normal to the
wall surface must, in potential flow, be equal to the rate of change of
momentum associated with the presence of the slots, or

DV,
Ap = = (A-9)
If it is recognized that V, = Vg + w, the derivative is given as
DV
Dtn=%—g—lw+(U cosa +u)a—x+(Ve+w) Z+vg—¥ (A-10)

For steady flow, and to the same order of approximation used in deriv-
ing Eq. (A-4), the pressure difference across the wall is related to the
velocity through the wall by

= pK(Um cos aog—; + Ve g—;) (A-11)
Equating Egs. (A-11) and (A-4) yields
u+lﬁw+xﬁ%*%ﬁ+%g_‘;=o (A-12)
or in terms of the perturbation potential:
a0 ve 90 . 9% Kve 9% _ (A-13)

— + —— ——
9X * U, cosa, 9Z ' 9X3Z ' U_cosa, gz2

Equation (A-13) is a linear homogeneous boundary condition for the
slotted wall in the presence of a uniform cross flow with velocity Ve,
By applying the chain rule along a streamline, it is seen that

FE)

_dw _ Jdw dX
gz @

T 9x 9z
However, by irrotationality, dw/9X = 8u/8Z. Thus,

920 du X  9%d 9x
322 92 9Z ~ 929X 9%
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Therefore, Eq. (A-13) becomes
od Ve a0

X U cosa, 0Z

Ve ax) 920

- k(L [ cosa, 92)%dn = ° (A-14)

Furthermore, if it is assumed that the streamlines at the slotted wall
are controlled principally by the cross-flow velocity (Ve), then the angle
of the streamlines along the X-direction is approximately constant at
the wall and equal to a,. Therefore,

Ve 9x Uw sina,
U, cosa, 9z ~ U_ cosa, cot &g = 1 (A-15)

Thus, the slotted-wall boundary condition for a wall placed normal to
the direction of lift takes the form of the classic slotted/porous boundary
condition derived by Baldwin, et al. (Ref. 10):

ad 1 99 R
X+a gzt Kegnz = O (A-18)
where the pseudo porosity parameter (1/R,) is

1 Ve
R, = T cosa, ~ " % (A-17)

) cos ao

" and the effective slot parameter is

Equation (A-16) is the slotted-wall boundary condition which can be used
to determine the interference effects on V/STOL models with high cross-
flow velocities.
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APPENDIX B
LIST OF FUNCTIONS

The expressions for the functions A1, A2, Bi, and B2 in Eq. (41)
are:

[(1 = AtF)(cosh (AD) + AFf sinh(AD)— (i/qR)? sinh (Mﬂe'“ -

A = [
! [(cosh A + AF 1 sinh (AD)% + i/ gm)? sinh® A1)] (B-1)
A _ —(t/ gR)
2 [(cosh (AD - AFf sinh D)2+ (17 qR)? sinn® ()ui_] (B-2)
5. _ _ [0 = AF)(sinh AD + AF1 cosh ()= (/aR)? cosh An]e™ (B-3)
: [Ginh 0 + AFT cosh ()2 + (1/4R)? cosh? A1)
B. = - ({/ qR)
2 [(sinh (AD + AFf cosh WD) + (/ qR)? cosh? (MZ' (B-4)

The expressions ¢,, dy, Dy, E, Fp, Gp, My, N, Pp, and Ry in
Egs. (49) and (50) are

¢, = fcos B (B-5)
d'l = q sin 3n (B-6)
D 2 2En + bn bn
n = ) r Y
o] -
2 2
- 1 ~f . b, (4a  + b)) (20 + b)) . g (8a_ + b)) (20 +b)
n T 32 T2 T 2 12 3 2 r
4a = b%) 2 '
Iln':, { B, n (4an - bn) No (B'S)
2 2
bn ) 4un + bn a (4an - bn) bn
= + - = —_—
/2 2 3 2
]2¢In 4““ - ))n (4“n - bﬁ) \/an
o 2 2
] 1 hn(ZPn + b)) an(2ffn + b)) ) by 8b_
Fo = o b % | T 2 T L 3/2 b+ 2. 2
3r o ("i]n - bn) 3(4ﬂn - bﬁ) rn 3ﬂn (-ian - bn) 3(4an - bs) \/a_n

o

(B-9)
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(2F . b)) a1, b 8
( R “n " n ] o 2 n 1 “n
L I N " 2l 3 2. a2 | )
(ta ~ l»")r"o Grag = 1) (ta, = bo)ag (da, = by

M, = dy o oep sinh (e, €3 sin (df ) = d_ cosh (¢ f ) cos (d F,)
\, - e, cos (d €Y sinh (e ) o d cash () sin (dP)
P, - d_winh (e ) cos(d ) = ¢ coshlc,P ) sin(df)
R, - =, ¢ d, sinh(c,f ) sin(d ) « ¢ coshlcf ) cos(df)

where
an=xﬁ* l|\2+zl':'
by = =2x, sin 8, -7, cosB)
and
.=\, -bf o F2
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APPENDIX C
FORTRAN IV PROGRAM FOR THE IBM 370/155

I. DESCRIPTION OF PROGRAM
A. MAIN PROGRAM

The main program receives the input data, controls the calculation
of the jet trajectory and the interference factors, and prints the trajec-
tory location and interference factors as output data.

B. EVAL

This subroutine calculates the coefficients D,, E,, Fp, and G, and
forms the terms of the k-series of Eq. (49) or Eq. (50).

C. FCT

This FORTRAN Function calculates A1, Ag, Bj, B2, cp, dn, Mp,
Nn, Pn, and Rp and forms the integrand for the inverse Fourier integrals
of Eq. (49) or Eq. (50).

D. TF

This FORTRAN Function calculates the trajectory. For the pres-
ent analysis, Margason's trajectory [Eq. (51)] was used. Any trajec-
tory equation of the form X = X(Z, U_/ Uj, do/b, Bo) can be substituted
into this function by the User.

E. BETAF

This FORTRAN Function calculates the local slope of the wake
trajectory. The equation used must be compatible with the Function TF,

F. DF

This FORTRAN Function calculates the decay of the jet along the
jet wake. Any user specified function of the form DF = DF(TF, BETAF}
can be used.
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G. LAG 32

This subroutine performs the numerical integration of the inverse
Fourier transforms of Eq. (49) or Eq. (50) by a standard 32~point
Laguerre integration scheme.

il. INSTRUCTIONS FOR USE

A. DEFINITION OF INPUT VARIABLES

N Number of straight line segments approxi-
mating the curved trajectory.

XLAM Tunnel height-to-width ratio, A =h/b,

UE Jet velocity ratio, Ug/ Uj

DO Ratio of initial jet diameter to tunnel semi-
height, dg/b

BO Initial jet angle, B,, deg

NM Number of x locations

XMIN Initial x/b location

XDEL x/b increment

P | Slot parameter

Q Porosity parameter

B. ORDER OF DATA DECK

Columns Variable
Card 1 0-5 N
6-15 XLAM
16-25 UE
26-35 DO
36-45 BO
Card 2 0-5 NM
6-~15 XMIN
16-25 XDEL
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The input values for P and Q are internally generated in the main
program. They are assigned the values 0.001, 0.2, 0.4, 0.6, 0.8, and
1.0. Particular values for P and Q can be generated by appropriately
modifying the Data AH/card (line 7 of the main program).

C. DATA VALUES

The variables N and NM must be right justified in their fields, and
punched without a decimal point. The variables XLAM, UE, DO, BO,
XMIN, and XDEL must be punched with the decimal point, but need not
be right justified,

D. INPUT AND OUTPUT SAMPLES

A sample input deck is shown following the program listing. The
output for this case is also shown. A description of the output follows:

Line 1: Input variables N, h/b, Um/Uj, do/b,
and B4

Line 2: Trajectory description

Line 3: Jet decay description

Line 4-10: Jet trajectory geometry, Bp, §n, and §, for
n=0,1, ..., N

Line 11: Slot and porosity parameters, P and Q,
respectively

Line 12: Values Of 6w1, 6w2, 6u1, 6u2, 6w, 6u at

the x/b locations where 6y, and &y are
the contributions from the horizontal walls,
6wo and éug are the contributions from the
vertical walls, and 6 and 6y are the total
interference factors.
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V/STOL MODEL WALL INTERFERENCE
USING
SLOTTED/POROUS BOUNDARY CONDITICN

aAOOOO0

IMPLICIT REAL*8(A-H,D-2)
DIMENSION ZETA(10),XI(10),A(10),B8(10),C(10),0W1(10),DW2(10),
10UL(10),DU2(10),BETAC10)+SMB(20)+DFF(10)
COMMON /PASS/ BO,DOWUE,XIN
COMMON X(10)¢Z(10) ¢XL(10)+SB{10)+CBUL0) +FoRINsXLAMy My I4PI4PI2
NDIMENSION AH{6)
DATA AH/0.001D40+0.20¢040.40+040.60¢040.80+041.00¢0/
CALL ERRSFT(20742564-1,1)
CALL ERRSFT(266¢2569~141)
CALL ERRSET(20892564+=1,1)

900 READ (5+500,END=999) N,XLAM,UE,D0,80
WRITE (64y130) NyXLAM,UE+D0,B0
READ (5,200) NM,XMIN,XDEL
WN=N
P1=3.1415926265358979
P12=P1/2.0D0+0
XIN=TF{=XLAM,0)
CALL OFN
ZETAN==XLAM
NPL=N¢1
WRITE (6,121)
NO 12 I=14NP1
ZETA{I)=2ZETAN®{I-1)/WN
XI{I)=TFIZETA(I) ,0)
DFFLI)=DF(ZETALTI) 4XIL1))
BETA(I)=RFTAF(ZETA(I))
BETAlLl)= B0/57.29577951310+0
SBIT1)=DSINI(BETA{I))
CB(I)=DCNSI(BETA(I))

12 WRITE (641200 BETAUI)XICI) ZETALI}
TEMP=ZE TAN/WN
NO 13 I=2,4NPL
T=XH1(I)=-XI(1-1)
SMBL{T)=0SQRT(TEMP*TEMP+T*T)
T=DATAN(-TEMP/T)
R{T)=PI2-BETA(I-1)~-T
ClI)==PI2+BETALL}+T

13 A(tI)=PI-BETA(TI)+8ETA(I-1)

XLE1)=SMBL{2)*DSIN(CL2))/DSINIAL2))
00 14 1=2,N

14 XLET)=SMB(I)*DSINI(B(I))/DSINCACI)}+SMB(]#1)*DSIN(C(T+1))/0SINIALT+
11))
XLENPL)=SMARINPL) #DSIN(BINPL))/DSINCA(NPL))
N0 998 KR=146
P=AH(KR)
00 998 KS=1.6
Q=AH{KS)
WRITE (64156) P,4Q
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15
16
17
18

19
190

80

20

83

22

81

23

24
93

25

F=l.0D#+0/P=-1.0D+0
RIN=1.0D+0/Q-1.00¢+0

XLINPL1) =SMBINPL)*DSINI(BINPL))/OSINCA(NPLI)
WRITF (6,112)

NO 6C J=1,NM

XX=XMIN + (J-1)*XDEL

X(1)=XX

2{1)=0.0D+0

D0 16 [=2.NP]

IF (1.NE.2) GO YO 15
X(I)=XL(I-1)%SB(I~-1)
ZCI)=XL(I-2)*CB{I-1)

GO TO 16
XCII=X(I-1)+XxL([-1)*SB{I-1)
Z(I)=Z¢I-1)eXLLI-1)*CB(I~1)
CONTINUE

DD 17 [=2,NP1

X(T)=XX=-X(1)

I=1

NULCT)=0.0D+0

M=0

CALL LAG32{0.0D+0,Yy1)

IF (M.NE.O) Y=2.0D0+0%Y

QUL I)=0UL{T1)+Y

IF {(M.GT.250) GO TO 20

IF (M,LT.3) GO TO 80

IF (DABSI{Y).LE.L.0D-09*DABS{(DUL(I)) ) GO TO 20
M=M+]

GO YO 19
DULLT)=2.0D+0*XLAM®DUL(])/P]
IF (1.EQ.NPL1)} GD TO 83

I=1+1

GO TO 18

I=1

DW1(I)=0.0D+0

M=0

CALL LAG32{0.00+0,Y,2)

IF [MNE.Q) Y=2,0D+0%Y
DWLLT)=DW1(I)+Y

IF (M.GT.250) GU TO 23

IF (M.LT.3) GO T0 81

IF (DABS{Y}.LE.1.0D-05%DABS{DWL1(]})) GO VO 23
M=M+]

GO 1O 22
DWL(T1)=2,0D+0%XLAM*DNWL(I)/P]
IF {1.FQ.NP1) GO TO 24

I=1+¢1

GO 1O 21
I=1
Ow2(I)=0.,D
K=1

CALL EVAL(K,ylysANS)

OW2( 1)=DW2{11+ANS

IF (K.LE.3) GO TO 51

IF (K.GT.250) GO TO 26

IF (CABS(ANS).LF.t.0D-05%DABS(OW2(I))) GD TO 26
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51 K=K+1
GO TO 25
26 DW2(I )=6.0D+0*XLAMEDNW2(])/PI
IF {1.€EQ.NP1) GO TO 27
I=T+1
GO TO 93
27 1=1
94 DU2(1)=0,0D+0
K=1
28 CALL FVALIK 2,ANS)
DU2¢ I )=DU2L{ 1) ¢ANS
IF (K.LE.3)1 GO TO 50
IF (K.GT.250) GO TO 29
IF (DABS{ANS).LE. 1.0D-05%DABS(DU2(TI))) GO TO 29
50 K=K+1
GO TO 28
29 DU2l[)=-12.0*DU2{1)/P!
{F (1.EQ.NP1) GO TO 30
I=1+¢1
GO TO 94
30 SUM1=0.0D+0
SUM2=0,0N+0
SUM3=0,0D+0
SuMe=0,0D+0
DO 40 I=1l NPl
SUML=SUM1+DFF{I1*0DW1 (I
SUM2=SUM2+DFF (1) #«DW2( I
SUM3=SUM3+DFF{I)*DULl({]
40 SUM4&=SUM&+DFF (1) =DU2( 1
NDW=SUML+SUM2
DU=SUM3+SUM4
WRITE (64120) XXsSUML,SUM2,SUM3 ¢SUM4 DWW DU
60 CONTINUE
998 CONTINUE
GO TO 900
999 STOP
101 FORMAT(//7/7+5X¢*TRAJECTORY DOES NOT INTERSECT WALL'y//)
L02 FORMATI///7+5X¢*TRAJECTORY INTERSECTS WALL',/7)
156 FORMAT(hSX"P='.F5.3'5x"0='.F5.3.Il
112 FORMATU// o1 TX o "X 15X "DWL 15X, 'DWH2' 415X, *DUL 4 15X 'DU2%4 16X»
1'DWe416Xe°NU /)
122 FORMATU /7 424X o A" JlTX '8 17X "'CP'9L5X,*SMBY)
121 FORMAT(21X, "BETAY ;16X *XI°® 14X *ZETA®)
120 FORMATI(7Xs7N18B.T7)
130 FORMAT (1HLe" N=?,15,3Xe "LAMBDA=? (F10a5¢3Xs'UE=" ,F1l0.543X,°D0O=",
1l Fl0.5¢3X4'B0='4,F10.5)
200 FORMAT (15,2F10.0)
*500 FORMAT (15,4F10.0)
END

48



20

AEDC-TR-74-51

SUBRNUTINE EVAL(K.ICASE,ANS)

IMPLICIT REAL*8(A-H,0-2)

COMMON XN(10) yZNCLO) 4XLC10) ¢SB(L0)+CBILO)oFeRINsXLAM9M, 14yPI,PI2
AN=XNCI)*#XN(I ) +4,00¢0%K*K¢ZNCI ) *INCT)

SA=DSQRT(AN)

A32=SA¥%x3,

BN==2.0D+0*{XN{T ) *SBIL[)~IN(1)*CB(I})

3S=BAN*AN

V=4, 0D+0%AN

T=v-BS

U=V+BS

BSQA=BN/SA

RN=AN+XLIL)®(B8NeXLLI))

SR=DSQRT(RN)

R3=SR*SR*SR

$S=2,0D+0%XL{1)+BN

ON=2,0N+0*({S/SR-BSQA)/T

FN=((1l.0D+0#BS/T) /A32+48.00¢0*BS/(T*T*5A)-{1.0D+0+BN*S/T)/R3 -
1 B8.0D+0*BN*S/{T*T*5R}) /3.0

FN=-FN
GN=2,0040%{S*(1.,0D+0+8.0%RN/T)/R3-BN#*{1.0D+0#8.0D+0%AN/T)/A32} /
1 (3.00+40%*7)
EN=(-XL({!)+(BN+U*S/T)}/6.0D+0)/(2.0D+0%R3)+2,00+0*(U*S/SR-U*BSQA}/
1 (3,0D+0%T*T)-BN%{1.00+0+U/T)/{12.0%A32)

CC=CR(I)

IF (ICASE.EQ.2) GO TO 20
ANS=DN=-3,0040*IN(I)*(ZN([)*GN¢6 ., 0D+0*CCEFN) -3, 0%EN*CC*CC
RETURN .

$S=5S8L1I1)

ANS=ZN( T)*XNI L) #*GN—( IN(T } #SS+XN(I ) #CC)*FN+CC*SS*EN

RETURN

END
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20

FUNCTION FCT{X,K)

IMOLICTT REAL*E(A-H,0=2)
COMMION YULD)ZULO) o XLELO) 4SBLLO) sCB (L0 oF 4k INsXLAMM, I,PI,P12
PU=NS)R T XX+ MuMxp[%pP[)
PL=PU*XLAM

EPL=NEXP(-PL)

SPL=DSINH{PL)

CPL=DCOSHIPL)

PFL=F=*PL

2S[=1.J0¢0-PFL

P1=CPL+PFL%SPL

P2=SPL+PFLACPL

DN=X%S3(1)

CN=PM%CB(1)

IX=X2Y{(T1)

SQX=NSIN{CX)

COX=0CNS{QX)

DL=DN=XLII)

CL=CN*XL{T)

SPL2=SPL*SPL

CPL2=CPL%CPL

SIL=DSIN{DL)

COL=0COS(NL)

SHOL =NSINH{DL)

CHDL=DCOSH(DL)

SCL=DSIN(CL)

ccL=0CNnS{CL)

SHCL=DSINH(CL)

CHCL=DCNSH{C(L)
CMN=DN+CN®SHC L *SDL-DN#CHCL#COL
ENN=CN&CD L *SHCL+DN*CHCL*SDL
PN=NN=SHC L eCOL-CN#CHCL*SDL
RN=-CN+DN¥SHCLESDL+CNSCHCL*CDL
IPM=pMEZ (1)

CHZPM=NCNSH{ZPM)
SHZPM=DSINH(ZPM)
CNDN=CN*CN+DNENN

S=PMRRIN/X

$2=S*S

DENNM= PLl*PleS24SPL2

All= (PSI*PLl-S*SPL)*EPL / DENOM
Al2= =S /7 DENOM
NENDM=P2%P2+S2%*CPL2
Bli=(—-PSI*P2+S24COL)*EPL / DENOM
312= S/ DEMNOM

IF (K.EQ.2) GO TO 20
Tl=A11%#CHZPMx{ PNXCOX+RN*SQX)
T2=A12%CHIPM&({ PN*SQX—RN*CQX)
T3=AL1%SHZPM={ EMN*CQX-ENN*SQX)
Ta=B1l2*SHZPM+{ENN*CQOX+EMN*SQX)
FCT= (T1leT2+T3+Ta&) xX/CNDN
RETURN

Tl=A)1%SHZPM%({ PN*SOX—RN*CQX)
T2==A12*SHZPM&(PNECQX+RN2SQX)
T3sBLL*CHZPME{ENNECQOX+EMNEXSQX)
T4=RL2*¥CHZPM&( ENN®SQX—EMN£CQX)
FCT= (T1+T724T7T3+T4)xPM/CNDN
RETURN

END
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FUNCTION TF{X,K)
IMPLICIT REAL*BlA-H,0-2)
COMMNON /PASS/ BO+DOJUELXIN
NATA 1L/0/
IF (I1.FQ.0) WRITE (6,100}
1L=1
100 FORMAT (//7+9Xe*MARGASON®'?S TRAJECTORY')
TEF==0,250+0%*UE *UE ¢X*%3/{D0*D0*DCUSN (B0 ) *x2) - X*DSIND(BO)/DCOSD(BV
1)
IF [ KsEQeQ) RFTURN
TF=TF=-XIN
RETURN
END

FUNCTIUN RFTAF(X)

IMPLICIT RFAL*8(A-H,N-1)

CIMMNN /PASS/ 80,004, UE

A=), 7THN+0*USRUF e X ®X/ (DUDO*DCOSCIRY ) *%2) ¢ DSIND(BO)/DCOSD(0)
IETAF= DATAN{A)

RETURN

FND

FUNCTIUN OFIX,Y)
TMPLICIT REAL®R{A=~h,0=2)
CUMMNN /PASS/ 304N, UF.
DF=1.,014+0
RFTUAN
ENTRY OFN
WRITF (6,1090)
LO0 FORMAT(///7+5Xy*CONSTANT STRENGTH JET?)
RFTUPN
FND
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SUBROUTINE LAG32(Aa,V,4K)

DNUBLE PRECISION XsY,A
FCTLIX)=DEXP{X)*FCT(X+A,K)
X=.111751398097938D 03
¥=.4510536193898970-47%FCT1(X)
X=.988295428682840D 02
Y=Y+.1338616942106260—-41%FCT1{X)
X=.8873534041789240 02
Y=Y+.267151121924014D0~-37*%FCTL(X)
X=.8018744697791350 02
Y=Y+.1192248760093220-33%FCTL(X)
X=e726876280906627D 02
Y=Y+.1913375494454220-30%FCT1(X)
X=.659753772879351D0 02
¥Y=Y+.141856054546304D-27%FCT1(X)
X=,598925091621340D 02
Y=Y+.5661294130397360-25%*FCT1(X)
X=¢5433372133339690 02
Y=Y+.1346982586637400-22*%FCT1{X)
X=.492243949873086D0 02 -
Y=Y+,20544296T73788050-20%FCT1(X)
X=¢445092079357549D 02
Y=Y+.211979229016362D0-18*FCT1(X)
X=.401457197715394D 02
Y=Y+.1542133933393820-16*FCTL(X)
X=.361004948057520D 02
Y=Y+.8171823443420720-15*FCTL(X)
X=¢32346062915390470 02
Y=Y+.3237801657729270-13*FCT1(X}
X=.288621018163235D 02
Y=Y+.979937928872709D-12*FCT1{X)
X=,256286360224592D 02
¥Y=Y+.230589949189134D-10*FCTL(X)
x=.226308890131968D 02
Y=Y+.428138297104093D-09%FCT1(X)}
X=.1985586094033610 02
Y=Y+.635060222662581D-08%FCT1(X}
X=.17292454335671530 02
Y=Y4.7604567879120378D~07*FCTL(X)
=.149311397555226D 02
Y=Y+.T7416404578667550-06*FCT1(X)
X=.1276369798674270 02
Y=Y+.5934541612868630-05*%FCT1(X}
X=.107830186325400D 02
Y=Y+.3920341967987950-04%FCT1(X)
X=.8982940924212600 Ol
Y=Y+.2148649188013640-03%FCTL(X)
X=.735812673318624D 01
Y=Y+.9808033066149550-03*FCT1(X)
X=.5903958504174240 01
Y=Y+.3738816294611520-02%FCT1(X)
X=.461645676974377D 01
¥=Y¥+,119182148348386D-01*FCTL1(X)
X=4349221327302199n 01
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Y=Y+,3176091250917510~01 *FCT1{X)
X=,2528336706425790 01
Y=Y+,705786238657174ND-01*FCT1(X)
X=.1722408776444650 01
Y=Y+,129983786286072D0 00#FCTL(X)
X=.107244875381782D 01
Y=Y+,175903335972881D0 00%FCT1{(X)
X=.576884629301886D 00
Y=Y#,.235213229669348D 00*FCT1(X)
X=,234526109519619D 00
Y=Y+.,210443107933813D 00*FCT1(X)
=.4448936583326700-01
Y=Y+.109218341952385D 00*FCT1{X)
RETURN

END
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TYPICAL INPUT DATA

CARDI3579IIIBI!I?I’ZIZSH!?ZSSIB!ST’”‘I“‘SQ?“SI
‘} £ 4 6 8 10 12 14 16 I8 20 22 24 28 28 30 3R M 36 38 40 42 44 48 50
T
Jee7io+o | 0. 568D

|
+i0 o.qpﬁ
o LLINMII|XMIN

5 i '
EEL e o 1

| kl.

TYPICAL OUTPUT DATA

5 LAvBDa= 0.66700 UEs= 0.56800 Do= 0.10150 80= 0.0

MARGASUN®S TRAJECTNRY

CONSTANT STRENGTH JET

1S-9L-41-003V

P=0.200

BETA
0.0
0.39589490 00
0.10317460 01
0.13109660 01
0.14223610 01
0.14753850 01

0=0.400

-0.20000000 01
=0. 10000000 01
0-0
0.10000000 01
0.20000000 O1

X1
0.0
0.1858541n0-01
0. 14858330 90
0.50180600 00
0.1189466" 01
0.2323176D 01

owl

-0.65577770-01
=0.18044750 00
0.21100100 00
0.90221030 00
0.1270115n o1

ZETA

0-0
=0.13340000 00
-0.26630000 00
=0.40020000 00
=0.53360000 00
-0.66700000 00

oW2

0.82796130-01
0414067690 00
0.22049820 00
0. 25633430 00
0.21487160 00

bul

-0.35621200-01
=0.15344770-01
0.24154430 00
0.25086670 00
-0.21800110 00

ouz

0.2051757D-01
0.33231800-01
0.21752760~-01
=0.51175370-01
-0.11388280 00

Du

0.17218360-01
=0.39770610~01
0. 43149920 00
0+1158545D 01
0. 14849870 01

ou

=0.15103630-01
0.17887030-01
0426329700 00
0.19969130 00
-=0.33188380 00
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NOMENCLATURE

Area of jet

Series coefficients, Appendix B

Width of a slot

Series coefficients, Appendix B

Semiwidth of rectangular wind tunnel
Cross-sectional area of rectangular tunnel, 4hb
f cos By

Series coefficient, Appendix B

Slot spacing

q sin By

Initial jet diameter

Series coefficient, Appendix B

Normalized geometric slot parameter, K/h
Series coefficient, Appendix B

(q2 + m272y1/2

Series coefficient, Appendix B

Semiheight of rectangular wind tunnel

Jet intersection point with tunnel boundary
Geometric slot parameter, Eq. (4)

Equivalent slot parameter for quasi-linear boundary
condition, 2K

Length of nth straight line segment approximation to
curved wake

Normalized segment length, L,/b
Series coefficient, Appendix B
y-coordinate Fourier transform parameter

Number of straight line segments approximating the
curved wake
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£

Series coefficient, Appendix B

Slot parameter, (1 + F)-l; P =0 is closed wall and
P =1 is open jet

Series coefficient, Appendix B
Local static pressure
Free-stream static pressure

Free-stream total pressure

Porosity parameter, (1 + 1/R)'1, Q@ =0 is closed wall
and Q = 1 is open jet

x-coordinate Fourier transform parameter
Porosity parameter

Pseudo porosity parameter for quasi-linear boundary
condition, Eq. (7)

Series coefficient, Appendix B

Distance from any field point to element of vortex ring
representing the V/STOL model

Distance along the jet

Normalized distance along the jet, S/b
Initial jet velocity

Free-stream velocity

Perturbation velocity in axial direction induced by
horizontal walls

Interference perturbation velocity in axial direction,

Interference perturbation velocity in vertical direction,
positive downward, 8¢ ;/9z

Average velocity at rotor disk, 1/2 (dv/ds)
Cartesian coordinates in physical dimensions
Normalized cartesian coordinates, X/b, Y/b, Z/b
Zero-lift angle of attack

Inclination angle between wake trajectory and vertical axis
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Initial wake angle
Circulation

Normalized circulation, T'/Ugb -

Streamwise interference factor, (Cu;)/{(Awg)
Upwash interference factor, (Cw;)/(Awg)

Z location of jet doublet

Vortex angle

Tunnel height-to-width ratio, h/b

X location of jet doublet

Perturbation velocity potential

Normalized perturbation velocity potential, &/U,b

Normalized perturbation velocity potential due to the
horizontal walls

Normalized interference velocity potential

Normalized perturbation velocity potential due to the
model

Normalized velocity potential for an infinite row of model
images
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